
Austenitic stainless steel 
fasteners for pitched roofing 
and cladding application

New 
   stainless 
      programm
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SX3-6.0

	

6
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KL

LHEX 8L12

Features and Benefits

•	 Self drilling fastener suitable for installation of profile sheets
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Easy drilling through the whole clamping thickness (including insulation strip in between) given by the long drill point

Application

Fastening of profile sheets onto metal profiles

Fastening of profile sheets onto liner trays

Fastening of standing seam clips onto metal decks

Fastener material

Austenitic stainless steel A2/A4

Sealing washer: Austenitic stainless steel A2/A4, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.50–1.50 Steel 0.63–2.50 3.50

Aluminium 0.50–1.50 Steel 2×0.63–1.50 4.0

– – Aluminium 1.0–2.50 3.50

– – Aluminium 2×1.0–1.50 4.0

Approvals

19
ETA-10/0198

Documentation

Approval document (ETA) I Declaration of performance (DoP)
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Fastener in A2  
onto steel and aluminium

Product code PU L KL DL A12 S16 S19

SX3/9-S16-6×29-A2 500 29 0–9 10 – 1141978 1142000

SX3/15-S16-6×40-A2 500 40 0–15 15 – 1133237 1142008

SX3/20-S16-6×50-A2 250 50 0–20 20 – 1133239 1142063

SX3/9-L12-A12-6×29-A2 500 29 0–9 10 1142002 – –

Fastener in A4  
onto steel and aluminium

Product code PU L KL DL S16 S19

SX3/9-S16/A4-6×29-A4 500 29 0–9 10 1479579 1614057

SX3/18-S16/A4-6×38-A4 500 38 0–18 10 1575772 1614745

SX3/28-S16/A4-6×48-A4 500 48 0–28 10 1575777 1614058

Accessories/Ancillaries

Product code PU Head 

Socket E480 10 HEX8 688056

Socket E420 1 L12 973316
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SX5-5.5

	

12

KL

5.
5

LHEX 8
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12

L12

D12

Features and Benefits

•	 Self drilling fastener suitable for installation of profile sheets and sandwich panels
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Easy drilling through overlapped metal profiles given by the long drill point

Application

Fastening of profile sheets onto metal profiles

Fastening of sandwich panels onto metal profiles

Fastening of standing seam clips onto metal profiles

Fastener material

Austenitic stainless steel A2/A4

Sealing washer: Austenitic stainless steel A2/A4, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.50–1.50 Steel 1.50–4.0 5.0

Aluminium 0.50–1.50 Steel 2×1.50–2.50 6.0

Sandwich – Aluminium 1.50–4.0 5.0

– – Aluminium 2×1.50–2.50 6.0

Approvals

19
ETA-10/0198

19
ETA-13/0183

Documentation

Approval document (ETA) I Declaration of performance (DoP)
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Fastener in A2  
onto steel and aluminium

Product code PU L KL Washer S12 S16 S19

SX5/8-S16-5,5×31-A2 500 31 0–8 S16 – 1122767 1134299

SX5/12-S16-5,5×35-A2 500 35 0–12 S16 – 1123168 1123167

SX5/18-S16-5,5×41-A2 500 41 0–18 S16 – 1134477 1134476

SX5/20-30-S16-5,5×53-A2 250 53 20–30 S16 – 1133684 1155085

SX5/38-S16-5,5×61-A2 250 61 0–38 S16 – 1168765 1168767

SX5/55-S16-5,5×78-A2 250 78 8–55 S16 – 1133330 1133331

SX5/8-L12-S16-5,5×31-A2 500 31 0–8 S16 – 1134340 –

SX5/12-L12-S16-5,5×35-A2 500 35 0–12 S16 – 1134352 –

SX5/18-L12-S16-5,5×41-A2 500 41 0–18 S16 – 1135439 –

SX5/12-D12-S12-5,5×35-A2 500 35 0–12 S12 1154952 – –

SF
S

S
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Accessories/Ancillaries

Product code PU Head 

Socket E480 10 HEX8 688056

Socket E420 1 L12 973316

Fastener in A4  
onto steel and aluminium

Product code PU L KL Washer S16 S19

SX5/8-S16/A4-5,5×31-A4 500 31 0–8 S16 1614135 1588949

SX5/12-S16/A4-5,5×35-A4 500 35 0–12 S16 1585655 1614137

SX5/38-S16/A4-5,5×61-A4 250 61 0–38 S16 1585656 1614138

SF
S

S
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Fastener in A2
onto steel

Product code PU L KL SC

SX5-D10-S19/C9-5,5×39 500 39 0–6 1122625

Accessories/Ancillaries

Product code PU

T25W-175-HEX1/4" 5 727979
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SX14-5.5
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KL
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HEX8L12

Features and Benefits

•	 Self drilling fastener suitable for installation of profile sheets and sandwich panels (hidden fixing)
•	 High quality EPDM sealing washer for long-term weather sealing
•	 High performance drill point for heavy steel beams

Application

Fastening of profile sheets onto metal beams

Fastening of sandwich panels onto metal beams (hidden fixing)

Fastening of standing seam clips onto metal beams

Fastener material

Austenitic stainless steel A2/A4

Sealing washer: Austenitic stainless steel A2/A4, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.50–1.50 Steel 4.0–12.0 13.50

Aluminium 0.50–1.50 – – –

Sandwich – – – –

Approvals

19
ETA-10/0198

19
ETA-13/0183

Documentation

Approval document (ETA) I Declaration of performance (DoP)
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Fastener in A2  
onto steel

Product code PU L KL Washer S16 S19

SX14/12-S16-5,5×40-A2 500 40 0–12 S16 770785 770796

SX14/20-S16-5,5×48-A2 500 48 0–20 S16 773625 773626

SX14/38-S16-5,5×66-A2 250 66 0–38 S16 770805 770807

SX14/58-S16-5,5×86-A2 250 86 0–58 S16 523277 519419

SX14/12-L12-S16-5,5×40-A2 500 40 0–12 S16 – 776328

SF
S

S

Fastener in A4  
onto steel

Product code PU L KL Washer S16 S19

SX14/12-S16/A4-5,5×40-A4 500 40 0–12 S16 1614139 1585192

SX14/27-S16/A4-5,5×55-A4 250 55 0–27 S16 1585194 1614143

SF
S

S

Accessories/Ancillaries

Product code PU Head

Socket E480 10 HEX8 688056

Socket E420 1 L12 973316
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Fastener in A2
onto steel

Product code PU L KL SC

SX14-D10-S19/C9-5,5×53 500 53 14 1174930

Accessories/Ancillaries

Product code PU

T25W-175-HEX1/4" 5 727979
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SXC5-6.3

	

L

6.
5

KL max.

TL

12

6.
3

KL min.

HEX 8

Features and Benefits

•	 Self drilling fastener suitable for installation of sandwich panels
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Perfect supporting of the sandwich panel outer-skin given by support thread with cut-off thread-end
•	 Optimized support function achieved by engineered double support thread
•	 No scratches on painted metal surfaces thanks to the sharp drill point
•	 Easy drilling through overlapped metal profiles given by the long drill point
•	 High bending capacity for absorption of thermal expansion of the sandwich panel outer-skin
•	 High tension resistance achieved by optimized fastener geometry
•	 Economical benefits given by less fastener needed and installation time savings and / or optimized subconstruction 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Application

Fastening of sandwich panels onto metal profiles

Fastening of sandwich panels onto timber

Fastener material

Austenitic stainless steel A2/A4

Sealing washer: Austenitic stainless steel A2/A4, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Sandwich panel – Steel 1.0–4.0 –

Approvals

19
ETA-13/0183
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Fastener in A2  
onto steel and timber

Product code PU L KL TL DSteel DTimber S16 S19 S22

SXC5-S19-6,3×80-A2 100 80 33–53 37 33–48 – 1573397 1573583 1573732

SXC5-S19-6,3×100-A2 100 100 43–73 47 43–68 30–48 1573398 1573584 1573734

SXC5-S19-6,3×120-A2 100 120 53–93 57 53–88 40–68 1573400 1573585 1573736

SXC5-S19-6,3×140-A2 100 140 73–113 77 73–108 60–88 1573411 1573586 1573738

SXC5-S19-6,3×160-A2 100 160 93–133 77 93–128 80–108 1573414 1573587 1573740

SXC5-S19-6,3×190-A2 100 190 113–163 77 113–158 100–138 1573415 1573588 1573751

SXC5-S19-6,3×220-A2 100 220 143–193 77 143–188 130–168 1573416 1573590 1573762

SXC5-S19-6,3×250-A2 100 250 173–223 77 173–218 160–198 1573417 1573591 1573768

SXC5-S19-6,3×290-A2 100 290 213–263 77 213–258 200–238 1573418 1573592 1573773

Fastener in A4 
onto steel and timber

Product code PU L KL TL DSteel DTimber S16 S19 S22

SXC5-S19-6,3×80-A4 100 80 33–53 37 33–48 15–28 1599990 1600001 1600003

SXC5-S19-6,3×100-A4 100 100 43–73 47 43–68 25–48 1600005 1600007 1600009

SXC5-S19-6,3×120-A4 100 120 53–93 57 53–88 35–68 1600022 1600023 1600024

SXC5-S19-6,3×140-A4 100 140 73–113 77 73–108 55–88 1600026 1600027 1600028

SXC5-S19-6,3×160-A4 100 160 93–133 77 93–128 75–108 1600042 1600043 1600044

SXC5-S19-6,3×190-A4 100 190 113–163 77 113–158 95–138 1600047 1600049 1600051

SXC5-S19-6,3×220-A4 100 220 143–193 77 143–188 125–168 1600055 1600056 1600057

SXC5-S19-6,3×250-A4 100 250 173–223 77 173–218 155–198 1600059 1600064 1600071

SXC5-S19-6,3×290-A4 100 290 213–263 77 213–258 195–238 1600078 1600080 1600134

SXC5-S19-6,3×345-A4 100 345 268–318 77 268–313 250–293 1600140 1600161 1600166

DSteel Calculated with load bearing clamping length in steel ≥3 mm, sealing tape ≤2 mm 

DTimber Calculated with effective embedment depth in timber ≥35 mm, sealing tape ≤3 mm and embedment depth of the fastener shank in timber ≤14 mm
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Fastener in A2  
onto steel and timber

Product code PU L KL TL DSteel DTimber No washer

SXC5-6,3×80-A2 100 80 36–56 37 36–51 18–31 1599843

SXC5-6,3×100-A2 100 100 46–76 47 46–71 28–51 1599844

SXC5-6,3×120-A2 100 120 56–96 57 56–91 38–71 1599847

SXC5-6,3×140-A2 100 140 76–116 77 76–111 58–91 1599848

SXC5-6,3×160-A2 100 160 96–136 77 96–131 78–111 1599851

SXC5-6,3×190-A2 100 190 116–166 77 116–161 98–141 1599857

SXC5-6,3×220-A2 100 220 146–196 77 146–191 128–171 1599859

SXC5-6,3×250-A2 100 250 176–226 77 176–221 158–201 1599860

SXC5-6,3×290-A2 100 290 216–266 77 216–261 198–241 1599871

Without 
approval
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Fastener in A4 
onto steel and timber

Product code PU L KL TL DSteel DTimber No washer

SXC5-6,3×80-A4 100 80 36–56 37 36–51 18–31 1600004

SXC5-6,3×100-A4 100 100 46–76 47 46–71 28–51 1600010

SXC5-6,3×120-A4 100 120 56–96 57 56–91 38–71 1600025

SXC5-6,3×140-A4 100 140 76–116 77 76–111 58–91 1600029

SXC5-6,3×160-A4 100 160 96–136 77 96–131 78–111 1600045

SXC5-6,3×190-A4 100 190 116–166 77 116–161 98–141 1600052

SXC5-6,3×220-A4 100 220 146–196 77 146–191 128–171 1600058

SXC5-6,3×250-A4 100 250 176–226 77 176–221 158–201 1600073

SXC5-6,3×290-A4 100 290 216–266 77 216–261 198–241 1600137

SXC5-6,3×345-A4 100 345 268–318 77 271–316 253–296 1600185

DSteel Calculated with load bearing clamping length in steel ≥3 mm, sealing tape ≤2 mm 

DTimber Calculated with effective embedment depth in timber ≥35 mm, sealing tape ≤3 mm and embedment depth of the fastener shank in timber ≤14 mm

Without 
approval

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SXC16-5.8
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Features and Benefits

•	 Self drilling fastener suitable for installation of sandwich panels
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Perfect supporting of the sandwich panel outer-skin given by support thread with cut-off thread-end
•	 Optimized support function achieved by engineered double support thread
•	 High performance drill point for heavy steel beams
•	 High bending capacity for absorption of thermal expansion of the sandwich panel outer-skin
•	 High tension resistance achieved by optimized fastener geometry
•	 Economical benefits given by less fastener needed and installation time savings

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Application

Fastening of sandwich panels onto steel metal beams

Fastening of profile sheets onto steel metal beams

Fastener material

Austenitic stainless steel A2/A4

Sealing washer: Austenitic stainless steel A2/A4, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Sandwich panel – Steel 3.0–14.0 16.0

Approvals

19
ETA-13/0183
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Fastener in A2  
onto steel

Product code PU L KL DSteel S16 S19 S22

SXC16-S19-5,8×90-A2 100 90 33–56 33–48 1573419 1573595 1573774

SXC16-S19-5,8×110-A2 100 110 43–76 43–68 1573420 1573596 1573783

SXC16-S19-5,8×130-A2 100 130 53–96 53–88 1573441 1573597 1573789

SXC16-S19-5,8×150-A2 100 150 73–116 73–108 1573443 1573707 1573790

SXC16-S19-5,8×170-A2 100 170 93–136 93–128 1573445 1573709 1573859

SXC16-S19-5,8×200-A2 100 200 113–166 113–158 1573446 1573710 1573875

SXC16-S19-5,8×230-A2 100 230 143–196 143–188 1573447 1573712 1574011

SXC16-S19-5,8×260-A2 100 260 173–226 173–218 1573448 1573714 1574051

SXC16-S19-5,8×300-A2 100 300 213–266 213–258 1573450 1573715 1574054

SF
S

S

Fastener in A4 
onto steel

Product code PU L KL DSteel S16 S19 S22

SXC16-S19/A4-5,8×90-A4 100 90 33–56 33–48 1613574 1613558 1613576

SXC16-S19/A4-5,8×110-A4 100 110 43–76 43–68 1613594 1613595 1613596

SXC16-S19/A4-5,8×130-A4 100 130 53–96 53–88 1613602 1613603 1613604

SXC16-S19/A4-5,8×150-A4 100 150 73–116 73–108 1613606 1613607 1613608

SXC16-S19/A4-5,8×170-A4 100 170 93–136 93–128 1613622 1613623 1613626

SXC16-S19/A4-5,8×200-A4 100 200 113–166 113–158 1613693 1613694 1613695

SXC16-S19/A4-5,8×230-A4 100 230 143–196 143–188 1613699 1613707 1613708

SXC16-S19/A4-5,8×260-A4 100 260 173–226 173–218 1613711 1613712 1613713

SXC16-S19/A4-5,8×300-A4 100 300 213–266 213–258 1613720 1614801 1614803

SXC16-S19/A4-5,8×355-A4 100 355 268–321 268–313 1614805 1606472 1606474

DSteel Calculated with load bearing clamping length in steel ≥6 mm, sealing tape ≤2 mm 

SF
S

S
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Fastener in A2  
onto steel

Product code PU L KL DSteel No washer

SXC16-5,8×90-A2 100 90 36–59 36–51 1615954

SXC16-5,8×110-A2 100 110 46–79 46–71 1615960

SXC16-5,8×130-A2 100 130 56–99 56–91 1615963

SXC16-5,8×150-A2 100 150 76–119 76–111 1615978

SXC16-5,8×170-A2 100 170 96–139 96–131 1616036

SXC16-5,8×200-A2 100 200 116–169 116–161 1616046

SXC16-5,8×230-A2 100 230 146–199 146–191 1616051

SXC16-5,8×260-A2 100 260 176–229 176–221 1616090

SXC16-5,8×300-A2 100 300 216–269 216–261 1616112

Without 
approval
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Accessories/Ancillaries

Product code PU

Socket E480 10 688056

Fastener in A4 
onto steel

Product code PU L KL DSteel No washer

SXC16-5,8×90-A4 100 90 36–59 36–51 1613577

SXC16-5,8×110-A4 100 110 46–79 46–71 1613600

SXC16-5,8×130-A4 100 130 56–99 56–91 1613605

SXC16-5,8×150-A4 100 150 76–119 76–111 1613609

SXC16-5,8×170-A4 100 170 96–139 96–131 1613630

SXC16-5,8×200-A4 100 200 116–169 116–161 1613697

SXC16-5,8×230-A4 100 230 146–199 146–191 1613709

SXC16-5,8×260-A4 100 260 176–229 176–221 1613717

SXC16-5,8×300-A4 100 300 216–269 216–261 1614804

SXC16-5,8×355-A4 100 355 271–324 271–316 1606471

DSteel Calculated with load bearing clamping length in steel ≥6 mm, sealing tape ≤2 mm 

Without 
approval
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SXK2-6.0

	

Features and Benefits

•	 Self drilling fastener suitable for installation of standing seam clips
•	 Reduced risks of over driving and unwinding achieved by clamping-cone
•	 High tension resistance achieved by optimized fastener geometry 

Application

Fastening of standing seam clips onto metal decks

Fastener material

Austenitic stainless steel A2

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Clip ≥5.0 Steel 0.75–1.25 –

Clip ≥5.0 Aluminium 0.90–2.50 –

Approvals

–

L6.
0

7.0

D10

Documentation

Installation instruction I Technical Data
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Fastener in A2  
onto steel

Clip onto
steelProduct code PU L

SXK2-D10-6,0×35-A2 250 35 5–17 1615850

SXK2-D10-6,0×45-A2 250 45 5–27 1615848

Accessories/Ancillaries

Product code PU

T20W-25-HEX1/4" 10 895280

Bit holder ZA1/4" 10 1162306
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SXW-6.5

	

TL

L 6.
5

7

HEX 8L12

Features and Benefits

•	 Self drilling fastener suitable for installation of profile sheets and sandwich panels
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Reduced risks of wood splitting given by the drill point

Application

Fastening of profile sheets onto timber

Fastening of sandwich panels onto timber (hidden fixing)

Fastener material

Austenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.50–1.50 Timber ≥35.0 –

Aluminium 0.50–1.50 – – –

Sandwich – – – –

Approvals

19
ETA-10/0198

19
ETA-13/0183

Documentation

Approval document (ETA) I Declaration of performance (DoP)
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Fastener in A2  
onto steel and timber

Product code PU L TL Washer

SXW-S16-6,5×52-A2 250 52 40 S16 1123138

SXW-S19-6,5×52-A2 250 52 40 S19 1123139

SXW-L12-S16-6,5×52-A2 250 52 40 S16 1133037

SXW-S16-6,5×75-A2 250 75 63 S16 1069319

SXW-S19-6,5×75-A2 250 75 63 S19 1107866

SXW-S16-6,5×99-A2 250 99 78 S16 1110537

SXW-S19-6,5×99-A2 250 99 78 S19 1098610

SF
S

S

Accessories/Ancillaries

Product code PU

Socket E480 10 688056

Socket E420 1 973316
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TDA-S-6.5
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5
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HEX 8

Features and Benefits

•	 Self tapping fastener suitable for installation of profile sheets and sandwich panels
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Multifunctional fastener for a variety of applicatons 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Application

Fastening of metal sheets onto metal profiles

Fastening of metal sheets onto timber

Fastening of metal sheets onto liner trays

Fastening of sandwich panels onto timber

Fastener material

Austenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel ≥0.40 Steel 0.63–3.0 4.50

Aluminium 0.50–1.50 Steel 2×0.75-2×1.50 4.50

– – Aluminium 1.0–3.0 4.50

– – Timber ≥35.0 –

Approvals

19
ETA-10/0198

19
ETA-13/0183
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Fastener in A2  
onto steel, timber and aluminium

Product code PU L TL KL DSteel DTimber S16 S19 S22

TDA-S-S16-6,5×20 500 20 20 0–10 0–7 – 1526324 1526378 1526739

TDA-S-S16-6,5×25 500 25 25 0–15 0–12 – 6760 6680 6713

TDA-S-S16-6,5×32 500 32 32 0–22 0–19 – 6761 6681 6714

TDA-S-S16-6,5×40 250 40 40 0–30 0–27 – 1526325 1526379 1526751

TDA-S-S16-6,5×50 250 50 50 0–40 0–37 0–9 6764 6684 6717

TDA-S-S16-6,5×60 250 60 60 0–50 0–47 0–19 1526326 1526391 1526752

TDA-S-S16-6,5×80 250 80 76 5–68 5–65 0–39 1526328 1526392 1526753

TDA-S-S16-6,5×100 100 100 76 25–88 25–85 7–59 6768 6688 6721

TDA-S-S16-6,5×120 100 120 76 45–108 45–105 27–79 1526330 1526393 1526754

TDA-S-S16-6,5×140 100 140 76 65–128 65–125 47–99 1526342 1526394 1526756

TDA-S-S16-6,5×160 100 160 76 85–148 85–145 67–109 1526344 1526395 1526758

TDA-S-S16-6,5×180 100 180 76 105–168 105–165 87–119 1526346 1526396 1526771

TDA-S-S16-6,5×200 100 200 76 125–188 125–185 107–139 1526347 1526397 1526774

TDA-S-S16-6,5×220 100 220 76 145–208 145–205 127–159 1526348 1526398 1526776

TDA-S-S16-6,5×260 100 260 76 185–248 185–245 167–199 1526349 1526399 1526779

DSteel Calculated with load bearing clamping length in steel ≥ 1 mm, sealing tape ≤ 2 mm 

DTimber Calculated with effective embedment depth in timber ≥ 35 mm, sealing tape ≤ 3 mm and embedment depth of the fastener shank in timber ≤14 mm
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Pre-drill diameter

Application Steel/Steel and Alu/Steel Steel/Timber Alu/Alu

Component 2 (tII)

S280GD – S450GD (EN10346)
HX300LAD to HX460LAD (EN10346)

Timber
(EN14081)

Aluminium
(EN573)

0.63
0.75 0.88–1.25

1.50–3.0 ≥35.0 1.0–1.50 2.0–2.50 3.0
2×0.75–2×1.0 2×1.25–2×1.5

Pre-drill Ø 3.50 4.0 4.50 5.0 4.0 4.50 5.0 5.30

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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TDB-S-6.3

	

6.
3

L

KL min.

KL max.

HEX 8

Features and Benefits

•	 Self tapping fastener suitable for installation of profile sheets and sandwich panels
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Multifunctional fastener for a variety of applicatons

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Application

Fastening of metal sheets onto metal profiles

Fastening of metal sheets onto metal beams

Fastening of sandwich panels onto metal profiles

Fastening of sandwich panels onto metal beams

Fastening of liner trays onto metal beams

Fastener material

Austenitic stainless steel A2/A4

Sealing washer: Austenitic stainless steel A2/A4, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel ≥0.40 Steel ≥1.25 ≥1.65

Aluminium 0.50–1.50 Aluminium ≥1.50 ≥2.0

Approvals

19
ETA-10/0198

19
ETA-13/0183
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Fastener in A2  
onto steel and aluminium

Product code PU L KL DSteel S16 S19 S22

TDB-S-S16-6,3×20 500 20 0–12 0–7 1526350 1526400 1526792

TDB-S-S16-6,3×25 500 25 0–17 0–12 1021650 1021647 1063057

TDB-S-S16-6,3×32 500 32 0–24 0–19 1021659 1063816 1045402

TDB-S-S16-6,3×40 250 40 0–32 0–27 1526352 1526401 1526781

TDB-S-S16-6,3×50 250 50 0–42 0–37 1022745 1022746 1045407

TDB-S-S16-6,3×60 250 60 0–52 0–47 1526353 1526402 1526783

TDB-S-S16-6,3×80 250 80 5–70 5–65 1526354 1526403 1526785

TDB-S-S16-6,3×100 100 100 25–90 25–85 1022759 1022758 1051692

TDB-S-S16-6,3×120 100 120 45–110 45–105 1526355 1526405 1526786

TDB-S-S16-6,3×140 100 140 65–130 65–125 1526356 1526406 1526787

TDB-S-S16-6,3×160 100 160 85–150 85–145 1526357 1526407 1526788

TDB-S-S16-6,3×180 100 180 105–170 105–165 1526359 1526408 1526789

TDB-S-S16-6,3×200 100 200 125–190 125–185 1270144 1191450 1284314

TDB-S-S16-6,3×220 100 220 145–210 145–205 1191440 1194640 1226649

TDB-S-S16-6,3×260 100 260 185–250 185–245 1526371 1526410 1526791

DSteel Calculated with load bearing clamping length in steel ≥1 mm, sealing tape ≤ 2 mm 

Pre-drill diameter

Application Steel/Steel and Alu/Steel Alu/Alu

Component 2 (tII)

S235 - S355 (EN10025)
S280GD - S450GD (EN10346)

HX300LAD - HX460LAD (EN10346)

Aluminium 
(EN573)

1.25–1.50 1.60–4.00 4.10–6.0 6.10–10.0 >10.0 1.50 2.0–3.0 4.0 >6.0

Pre-drill Ø 5.0 5.3 5.50 5.70 5.80 4.50 5.0 5.30 5.50
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Fastener in A4  
onto steel and aluminium

Product code PU L KL DSteel S16 S19 S22

TDB-S-S16-6,3×25-A4 500 25 1–12 0–12 1479523 1596647

TDB-S-S16-6,3×40-A4 250 40 1–32 0–27 1614055 1614052

DSteel Calculated with load bearing clamping length in steel ≥1 mm, sealing tape ≤2 mm 

Pre-drill diameter

Application Steel/Steel and Alu/Steel Alu/Alu

Component 2 (tII)

S235 - S355 (EN10025)
S280GD - S450GD (EN10346)

HX300LAD - HX460LAD (EN10346)

Aluminium 
(EN573)

1.25–1.50 1.60–4.00 4.10–6.0 6.10–10.0 >10.0 1.50 2.0–3.0 4.0 >6.0

Pre-drill Ø 5.0 5.3 5.50 5.70 5.80 4.50 5.0 5.30 5.50

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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TDC-S-7.1

	

HEX 8

KL

L

7.
1

Features and Benefits

•	 Self tapping fastener suitable as replacement of over driven fasteners
•	 Applicable on metal profile sheets and sandwich panels

Application

Fastening of profile sheets onto metal profiles

Fastener material

Austenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.50–1.50 Steel 0.63–3.0 4.50

Approvals

–
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Fastener in A2   
onto steel

Product code PU L KL Pre-drill Ø S19

TDC-S-S19-7,1×25 500 25 1–14 6.50 1066788

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SL2-S-4.8

	

Application

Fastening of overlaps of profile sheets

Fastening of overlaps of sandwich panels

Fastening of flashings onto sandwich panels

Fastening of flashings onto profile sheets

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.40–1.50 Steel 0.40–1.50 3.0

Steel 2×0.63–0.88 Steel 2×0.63–0.88 3.60

Features and Benefits

•	 Self drilling fastener suitable for fastening of overlaps and flashings
•	 No torque control required given by free-spin zone
•	 Secured against unwinding given by cut-off thread-end
•	 High quality EPDM sealing washer for long-term weather sealing 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Austenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Approvals

19
ETA-10/0198

L

4.
8

KL 7

HEX 8
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Fastener in A2  
onto steel

Product code PU L KL S14 S16 S19

SL2-S-S14-4,8×22 250 22 0.80–2.50 1158560 1082912 1021182

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SL2-S-5.5

	

Application

Fastening of overlaps of profile sheets

Fastening of overlaps of sandwich panels

Fastening of flashings onto sandwich panels

Fastening of flashings onto profile sheets

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.40–1.50 Steel 0.40–1.50 3.0

Aluminium 0.50–1.50 Aluminium 0.50–1.50 3.0

Features and Benefits

•	 Self drilling fastener suitable for fastening of overlaps and flashings
•	 No torque control required given by free-spin zone
•	 Secured against unwinding given by cut-off thread-end
•	 High quality EPDM sealing washer for long-term weather sealing

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Austenitic stainless steel A4

Sealing washer: Austenitic stainless steel A4, EPDM-seal

Approvals

19
ETA-10/0198

5.
5

7KL

LHEX 8
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Fastener in A4  
onto steel and aluminium

Product code PU L KL S14

SL2-S-S14/A4-5,5×25-A4 250 25 0.80–2.50 1585156

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SL2-S-6.3

	

Application

Fastening of overlaps of profile sheets

Fastening of overlaps of sandwich panels

Fastening of flashings onto sandwich panels

Fastening of flashings onto profile sheets

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.40–1.50 Steel 0.40–1.50 3.0

Aluminium 0.50–1.50 Aluminium 0.50–1.50 3.0

Features and Benefits

•	 Self drilling fastener suitable for fastening of overlaps and flashings
•	 No torque control required given by free-spin zone
•	 Secured against unwinding given by cut-off thread-end
•	 High quality EPDM sealing washer for long-term weather sealing 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Autenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Approvals

19
ETA-10/0198

10KL

6.
3

LHEX 8
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Fastener in A2  
onto steel and Aluminium

Product code PU L KL S14 S16 S19

SL2-S-S14-6,3×28 500 28 0.80–2.50 1210627 1133512 1133511

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SL2-T-4.8

	

Application

Fastening of overlaps of profile sheets

Fastening of overlaps of sandwich panels

Fastening of flashings onto sandwich panels

Fastening of flashings onto profile sheets

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.40–1.50 Steel 0.40–1.50 3.0

Features and Benefits

•	 Self drilling fastener suitable for fastening of overlaps and flashings
•	 No torque control required given by free-spin zone
•	 Secured against unwinding given by cut-off thread-end
•	 High corrosion durability thanks to special galvanic zinc coating
•	 High quality EPDM sealing washer for long-term weather sealing 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Carbon steel, Durocoat® 480

Sealing washer: Aluminium, EPDM-seal

Approvals

19
ETA-10/0198

L

4.
8

KL 7

HEX 8
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Fastener in carbon steel  
onto steel

Product code PU L KL A14

SL2-T-A14-4,8×20 250 20 0.80–2.50 3041

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SL3/2-5-S-SV16-6.0

	

Features and Benefits

•	 Self drilling fastener suitable for installation of metal profiles onto thin metal sheets
•	 High clamping range with clamping force independent of the clamping thickness given by the spring washer
•	 Secured against unwinding given by cut-off thread-end
•	 No torque control required given by free-spin zone
•	 High tension and shear resistance achieved by optimized fastener geometry 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Application

Fastening of metal profiles onto sandwich panels

Fastening of metal profiles onto profile sheets

Fastening of metal profiles onto metal decks

Fastening of metal profiles onto liner trays

Fastener material

Austenitic stainless steel A2/A4

Curved disc: Austenitic stainless steel A2/A4

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 1.0–2.0 Steel 0.63–2×0.90 3.80

Aluminium 1.50–3.0 Steel 0.63–2×0.90 4.80

Approvals

19
ETA-10/0198

L

7

6

KL

HEX 8
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SLG-S-4.8

	

Application

Fastening of overlaps of profile sheets

Fastening of overlaps of sandwich panels

Fastening of flashings onto sandwich panels

Fastening of flashings onto profile sheets

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.40–1.0 Steel 0.40–1.0 2.0

Features and Benefits

•	 Self drilling fastener suitable for fastening of overlaps and flashings
•	 Fast and chip-free installation thanks to the Speed-Point
•	 No scratches on painted metal surfaces thanks to the sharp Speed-Point
•	 No torque control required given by free-spin zone 
•	 Secured against unwinding given by cut-off thread-end
•	 Cost saving installation due to post-cleaning of chips no longer necessary
•	 High quality EPDM sealing washer for long-term weather sealing
•	 High tension resitance achieved by optimized fastener geometry

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Austenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Approvals

19
ETA-10/0198

L

4.
8

KL

HEX 8
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Fastener in A2
onto steel

Product code PU L KL S14 S16 A14

SLG-S-S14-4,8×20 250 20 0.80–2.0 1351313 1378614 1378615

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SLG-S-6.5

	

Application

Fastening of metal profiles onto sandwich panels

Fastening of metal profiles onto profile sheets

Fastening of metal profiles onto metal decks

Fastening of metal profiles onto liner trays

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel predrilled 1.50–5.0 Steel 0.50–2×1.0 6.0

Alu predrilled 1.50–5.0 Steel 0.50–2×1.0 6.0

Steel 0.40–1.0 Steel 0.40–1.0 2.0

Features and Benefits

•	 Self drilling fastener suitable for installation of pre-punched metal profiles onto thin metal sheets
•	 High quality EPDM sealing washer for long-term weather sealing
•	 Fast and chip-free installation thanks to the Speed-Point
•	 No torque control required given by free-spin zone
•	 Secured against unwinding given by cut-off thread-end
•	 Cost saving installation due to post-cleaning of chips no longer necessary
•	 High tension resistance achieved by optimized fastener geometry 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Austenitic stainless steel A2

Sealing washer: Austenitic stainless steel A2, EPDM-seal

Approvals

19
ETA-10/0198

DIBt

iegt
Zu assung

vor

L

6.
5

KL

HEX 8
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Fastener in A2
onto steel

Product code PU L KL Pre-drill Ø No washer S14 S16

SLG/0-2-S-S14-6,5×20 250 20 0–2 – – 1492629 –

SLG/2-5-S-6,5×20 250 20 2–5 6.50–7.20 1468117 – –

SLG/4-6-S-S16-6,5×24 1000 24 4–6 6.50–7.20 – – 1479743

Accessories/Ancillaries

Product code PU

Socket E480 10 688056
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SLG-T-4.8

	

Application

Fastening of overlaps of profile sheets

Fastening of overlaps of sandwich panels

Fastening of flashings onto sandwich panels

Fastening of flashings onto profile sheets

Component 1 (tI) Component 2 (tII) Σ max tI + tII

Steel 0.40–1.0 Steel 0.40–1.0 2.0

Features and Benefits

•	 Self drilling fastener suitable for fastening of overlaps and flashings
•	 Fast and chip-free installation thanks to the Speed-Point
•	 No scratches on painted metal surfaces thanks to the sharp Speed-Point
•	 No torque control required given by free-spin zone 
•	 Secured against unwinding given by cut-off thread-end
•	 Cost saving installation due to post-cleaning of chips no longer necessary
•	 High quality EPDM sealing washer for long-term weather sealing
•	 High corrosion durability thanks to special zinc coating
•	 High tension resistance achieved by optimized fastener geometry 

Documentation

Approval document (ETA) I Declaration of performance (DoP)

Fastener material

Carbon steel, Durocoat® 480

Sealing washer: Aluminium, EPDM-seal

Approvals

19
ETA-10/0198

L

4.
8

KL

HEX 8
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